
SPECIFICATIONS

DIMENSIONS

Standard: 290mm(L) x 170mm(W) x 990mm(H)

Barrier Height: Standard - 990mm. Optionable - up to 
1800mm. 

Lane width: 650-920mm (customisable)

Gap Between barriers: 50mm

MCBF: 3,000,000

Warranty: 24 months

Sensors: Time-of-flight detection using Sensira 
Scope (engineered) or Sensira Scope Ultra 
(AI machine learning) sensors

Power Supply Input: 230 volts

Control Electronics: 12 V DC 

Current: Standby 0.4 A 

Operating Temp: 10°C to 50°C 

Motor: 12 V DC 

Operation Mode: Normally Closed

Control: Card In / Card Out Card In / No Exit Card In / 
Free Exit Locked Free Passage

Pictograms: Wait Mode (White Indicator)  
Access Granted (Green Indicator)  
Illegal Transaction (Red Indicator)  

Barrier Opening Time 
(Standard lane):

0.7 Seconds

MATERIALS

Top Cover: 8mm Smoked Black Glass 

Front Cover: Brushed 304 Stainless steel 

Side Panels: Brushed 304 Stainless steel

Frame: Steel

AT A GLANCE 

•	 Advanced sensors, 
small footprint

•	 Brushed stainless 
steel as standard, 
or custom powder 
coated finish

•	 Barrier opening time: 
from 0.7 seconds

•	 MCBF: 3,000,000

•	 24-month warranty

•	 DDA compliant

EASYGATE COMPACT
SMALL. DISCREET. SMART. 

For Remote Turnstile Maintenance access to the site’s network is required and the service is subject to a support agreement. entrancecontrol.com.au 

Specifications subject to change without prior notice.

TWO SENSOR OPTIONS, DIFFERENT PERFORMANCE LEVELS

SENSIRA SCOPE SENSIRA SCOP ULTRA

Availability Standard Optional

Algorithms Engineered AI Machine Learning

Approach Detection ● ●

Tailgating Detection ●○○○  350mm ●●○○  200/250mm

Side-gating Detection ○ ●

Wrong Way Detection ● ●

Intrusion Detection ● ●

Differentiation of people to objects  
(lower false alarms)

●○○○ ●●●○

Detection of 2 people in entry  
preventing doors opening

○ ●


